DATE: 4/1/14; REVISED: 4/1/15

RECTANGULAR RAPID
FLASHING BEACON - 120VAC

POLE CAP

TWO (2) PEDESTRIAN CROSSING SIGNS (247"x247),
B.T.D. SIGN CODE W-6. INSTALLED BACK TO BACK.

TWO (2) L.E.D. RECTANGULAR RAPID FLASHING
BEACON (R.R.F.B.) WITH SIDE—MOUNTED PEDESTRIAN
INDICATOR INSTALLED BACK TO BACK.

IR TWO (2) DOWNWARD DIAGONAL ARROW

— PLAQUES (12"x24”), M.U.T.C.D. CODE W16—7pL
AND W16—7pR. INSTALLED BACK TO BACK WITH
ARROWS POINTING TOWARDS THE CROSSWALK.

METER SOCKET

— CONTROL CABINET (N.E.M.A. ENCLOSURE)

12’

AUDIBLE INFORMATION PEDESTRIAN PUSHBUTTON
DEVICE WITH INSTRUCTION SIGN AS PER B.T.D.
R.R.F.B. SPECIFICATION, LATEST REVISION.

7" (MIN.)

TRAFFIC SIGNAL POST & BASE PER
B.T.D. DETAIL A13.1, A14.1, A15 & A16.

SIDEWALK

[ o . ]

ROADWAY

TRAFFIC SIGNAL FOUNDATION WITH
GROUND ROD PER B.T.D. DETAIL A1

NOT TO SCALE A42




